CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

Rapidograph

DESCRIPTION OF

[nol]

Reference No. |:| LV/CO= | FT= TX= WT= LS= TJ= Comments Reference No. I:l Text Size Pen Size Style Comments
1] 14 23 | 15 | 2 | 15| 1B 1] N Loras” 0 Slant
39 | 23 | 175 | 4 |875| LB [4] M50 Laras’ 2 Slant
54 1 22 6 1l cB N§407L‘}e”r]§§’ 3 Straight
[4] 25 23 | 175 | a |8715| CB
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT LC= Comments
® 38 3| 0
@ 59 1 5
©) 20 | 2
@ - - - ADOT Standard Line Terminators Typical
® [ 1 0 |®LV/CO shall match the LV/CO of Text placed for item
USER NOTES
Reference No. U Comments
@ See Std P-00.70 for Title Block & Project Block Layout
@) See Std P-00.61 for Detail Format Layout
G) See Std P-00.60 & P-00.61 for Dimension & Leader Line Layout
. . APPROVED FOR
avorevistions: LV - LEVEL [] - Text Reference Caliout A See Std P-00.60 Line Weight RN DEPARTMENT OF TRANSPORTATION
FT - FONT Table for Manual Construction.
TX - TEXT SIZE O - Grepnic Reference Callout DIVISION OF HIGHWAYS
WT - LINE WEIGHT U - User Note Reference Callout Units of measure for 'TX=' and 'LS=' STANDARD DRAWINGS
5 T YEXT SUSTIFIcATION ore expressed in feet, (scale - 172100 using SAMPLE DETAIL SHEET FOR AN 1.
AC - ACTIVE CELL ADOT's Standard Working Units. PIPE BERM PLACEMENT P-04.20




